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ASPHALT PAVING, SEE
CIVIL DRAWINGS, TYP.

TENNIS COURT, TYP.
L-56C

A

TENNIS POST ASSEMBLY, TYP.,
(6) SETS THIS SHEET L-56A

H

CONCRETE PAVING, SEE
CIVIL DRAWINGS, TYP.

CONTROL JOINT IN
CONCRETE, SEE CIVIL
DRAWINGS, TYP.

EXPANSION JOINT IN
CONCRETE, SEE CIVIL
DRAWINGS, TYP.

CHAIN LINK FENCE, 12'
HIGH, (1) 4' WIDE GATE

CHAIN LINK FENCE, 12'
HIGH, (1) 4' WIDE GATE

CHAIN LINK FENCE, 12'
HIGH, (1) 4' WIDE GATE

CHAIN LINK FENCE, 12'
HIGH, (1) 4' WIDE GATE

CONCRETE CURB AT TENNIS
COURT, SEE CIVIL
DRAWINGS, TYP.

CHAIN LINK FENCE, 8' HIGH

SPORT COURT
SURFACING AT TENNIS
COURTS, SEE
SPECIFICATIONS

CHAIN LINK FENCE, 12'
HIGH, TYP.

PA

L-56C
D

L-56C
D

L-56C
D

L-56C
D

L-56C
D

PA

TENNIS WALL AND STRIPING,
SEE ARCHITECTURAL
DRAWINGS

F

DETAIL

MATERIALS & DETAIL REFERENCE LEGEND

-

DESCRIPTIONSYMBOL

CONCRETE PAVING, SEE CIVIL DRAWINGS, TYP.

HANDRAIL AT STEPS, IN STEPS
X X X

A, L-56A

AC PAVING, SEE CIVIL DRAWINGS, TYP.
SPORT COURT SURFACING. FIELD OF PLAY COLOR TO BE
SELECTED BY OWNER'S REPRESENATIVE AND A CONTRASTING
OUTER COURT COLOR SHALL BE SELECTED BY OWNER'S
REPRESENTATIVE. GAMES LINES TO BE WHITE.

-

CHAIN LINK FENCE, 8' HIGH F, L-56C

CHAIN LINK FENCE, 12' HIGH D, L-56C

CHAIN LINK FENCE, 16' HIGH
F16

A, L-56D

F12

F8

BASES A, L-56B

1ST BASE AT SOFTBALL FIELD A, L-56B

PITCHER'S RUBBER C, L-56B

HOME PLATE B, L-56B

CLAY BRICKS B, C, E, L-56B

FOUL POLE C, L-56A

FLAG POLE B, L-56A

SYNTHETIC TURF H, L-56B

INFIELD FINES F, L-56B

F30
A, L-56E

STABILIZED FINES AT PAVING G, L-56B

22' PROTECTIVE NETTING OVER 8' TALL CHAIN LINK FENCE
X

D, E, L-56F

CHAIN LINK FENCE, 30' HIGH

PLANTING AREA, SEE PLANTING AND IRRIGATION DRAWINGS -
PA

GUARD RAIL SYSTEM F, L-56F

PLAYER'S BENCH D, L-56A

C, L-56E

E, L-56A

BLEACHERS

BAT STORAGE

WARNING TRACK FINES I, L-56B

22' PROTECTIVE NETTING OVER DUGOUT D, E, L-56F

CHAIN LINK FENCE, 6' HIGH B, L-56C
F6
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ATHLETIC FIELDS REPLACEMENT

SACRAMENTO CITY UNIFIED SCHOOL DISTRICT

LUTHER BURBANK HIGH SCHOOL

5735 47TH AVENUE, SACRAMENTO, CA 95824

MARK DATE DESCRIPTION
- 08.10.2023 DSA INITIAL SUBMITTAL

12.07.2023 DSA BACKCHECK

A N
L A

1723 Hamilton Ave, Suite 101
San Jose, CA 95125
T. 408.292.2196
www.anla-associates.com

3500 FLORIN ROAD
SACRAMENTO, CA 95823

01.16.2024 ADDENDUM

MATERIAL AND DETAIL REFERENCE NOTES
1. THESE NOTES ARE FOR GENERAL REFERENCE IN CONJUNCTION WITH AND AS A SUPPLEMENT TO THE WRITTEN

SPECIFICATIONS, DETAILS, ADDENDA AND CHANGE ORDERS  ASSOCIATED WITH THE CONTRACT DOCUMENTS.

2. CONTRACTOR SHALL BECOME FAMILIAR WITH THE LOCATION OF EXISTING AND PROPOSED UNDERGROUND SERVICES.
CONTACT UNDERGROUND SERVICE ALERT (USA) AT (800) 642-2444 PRIOR TO BEGINNING WORK. CONTACT OWNER'S
REPRESENTATIVE SHOULD ANY CONFLICTS ARISE.

3. SCORE AND EXPANSION JOINTS SHALL BE LOCATED AS INDICATED ON THIS PLAN. CONTRACTOR SHALL MAKE MINOR
ADJUSTMENTS WHEN NECESSARY TO ALIGN SCORE AND EXPANSION JOINTS WITH RELATIVE ELEMENTS AS SHOWN ON
THE PLAN.

4. DETAIL CALLOUTS ON PLAN ARE PROVIDED FOR CONVENIENCE AND GENERAL REFERENCE ONLY. CONTRACTOR SHALL
PROVIDE QUANTITY OF PRODUCTS, ELEMENTS AND MATERIALS AS SYMBOLIZED ON PLANS, ASSOCIATED DETAILS, AND
SPECIFICATIONS.

5. FOR EACH CONCRETE COLOR AND FINISH SPECIFIED, CONTRACTOR SHALL POUR A 2'x2' SAMPLE FOR APPROVAL BY
OWNER'S REPRESENTATIVE PRIOR TO INSTALLING CONCRETE PAVING.

6. LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR MEANS AND METHODS OF CONSTRUCTION. IF WORK WITHIN THIS
SCOPE REQUIRES REMOVAL, RELOCATION, OR DEMOLITION OF EXISTING TO REMAIN IMPROVEMENTS, BOTH SURFACE
AND KNOWN SUBSURFACE CONDITIONS, CONTRACTOR SHALL INCLUDE IN THE BID SUFFICIENT LABOR AND MATERIALS
TO RESTORE EXISTING TO REMAIN IMPROVEMENTS IN KIND AND AS ACCEPTABLE TO OWNER'S REPRESENTATIVE.

7. CONTRACTOR SHALL COORDINATE ROUGH GRADING AND FINE GRADING TO ENSURE EXISTING SUITABLE TOPSOIL IS
REMOVED, STOCKPILED AND REINSTALLED INTO ALL PROPOSED LANDSCAPE AREAS PER LANDSCAPE SPECIFICATION
SECTION 32 90 00.  IN THE EVENT THERE IS NOT ENOUGH EXISTING TOPSOIL, OR NO PLACE TO STOCKPILE TOPSOIL,
CONTRACTOR SHALL IMPORT AND INSTALL TOPSOIL PER LANDSCAPE SPECIFICATION SECTION 32 90 00.

8. THE CONTRACTOR SHALL BE RESPONSIBLE UNDER THIS CONTRACT FOR REPAIRING OR REPLACING, AT THEIR OWN
EXPENSE, SURFACE AND SUBSURFACE SITE FEATURES TO REMAIN, INCLUDING BUT NOT LIMITED TO ANY STRUCTURES,
FENCES, WALLS, PAVING SURFACES, PLANT MATERIAL AND/OR TREES DAMAGED OR DESTROYED, BOTH ON THIS
PROPERTY OR THOSE PROPERTIES ADJACENT TO THIS SITE.  THE DAMAGED ITEM(S) WILL BE RESTORED TO THEIR
ORIGINAL CONDITION OR REPLACED TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE.

9. LANDSCAPE ARCHITECT IS NOT RESPONSIBLE FOR ROOFTOP GARDEN LINER, BUILDING WATERPROOFING, DRAINAGE
FROM ROOF, WEIGHT LOAD BEARING ISSUES, MAINTENANCE, SAFETY, AND MEANS AND/OR METHODS OF INSTALLATION.

10. CONTRACTOR SHALL ADJUST EXISTING UTILITY BOXES TO BE FLUSH WITH PROPOSED GRADES.

11. REFER TO THE FOLLOWING SPECIFICATION SECTIONS:
05 52 00 METAL RAILINGS
12 93 00 SITE FURNISHINGS
31 13 16 TREE PROTECTION
32 12 33.1 SPORT COURT SURFACING
32 14 40 CRUSHED STONE SURFACING
32 31 13 CHAIN LINK FENCES
32 18 13 SYNTHETIC GRASS SURFACING

10. REFER TO CONSTRUCTION DETAILS ON SHEETS L-56A THROUGH L-56E.

LS16A

MATERIALS AND
DETAIL
REFERENCE
PLAN

MATCHLINE - SEE SHEET LS16B

NOTE:
EXISTING TENNIS COURTS CANNOT BE DEMOLISHED UNTIL AFTER
MAY 1, 2024, OR UNTIL NEW ONES ARE READY.
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SCORE BOARD, SEE
ARCHITECTURAL
DRAWINGS, TYP.

FOUL POLE, TYP.,
(2) THIS SHEET L-56A

C

EXISTING CONCRETE
WALL TO REMAIN

CMU DUGOUT, SEE
ARCHITECTURAL
DRAWINGS

EXISTING BATTING CAGE
TO BE RENOVATED,
REFER TO
ARCHITECTURAL PLANS

CONCRETE PAVING, SEE
CIVIL DRAWINGS, TYP.

CONTROL JOINT IN
CONCRETE PAVING, SEE
CIVIL DRAWINGS, TYP.

EXPANSION JOINT IN
CONCRETE PAVING, SEE
CIVIL DRAWINGS, TYP.

BLEACHER, TYP., (3) THIS
SHEET L-56E

C

INFIELD FINES, TYP.
L-56B

F

FENCE HEIGHT CHANGE

BAT STORAGE, TYP.,
(2) THIS SHEET

L-56A
DPLAYER'S BENCH, TYP.,

(8) THIS SHEET

L-56A
E

CHAIN LINK FENCE,
16 FT HIGH, WITH SLATS

CHAIN LINK FENCE,
8 FT HIGH, WITH SLATS

PA

PA

CONCRETE WALL, SEE
CIVIL DRAWINGS, TYP.

CHAIN LINK FENCE, 8' HIGH

FENCE HEIGHT CHANGE

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS, (1) 4'
WIDE GATE

L-56C
B

CHAIN LINK FENCE, 6'
HIGH, NO SLATS, (1) 3'
WIDE GATE

L-56C
B

CHAIN LINK FENCE, 6'
HIGH, NO SLATS, (2) 3'
WIDE GATES

L-56C
B

DRINKING FOUNTAIN, TYP. (2) THIS
SHEET, SEE ARCHITECTURAL
DRAWINGS, TYP.

BASEBALL BULLPEN,
SINGLEL-56D

F

CLAY BRICKS, HOME
PLATE, TYP. (4) THIS

SHEET
L-56B

B

HOME PLATE, TYP.,
(4) THIS SHEET L-56B

A

CLAY BRICKS, PITCHER'S
MOUND, TYP., (4) THIS

SHEET
L-56B

C

PITCHER'S RUBBER, TYP.,
(4) THIS SHEET

SYNTHETIC TURF, TYP.

CONCRETE CURB AT
SYNTHETIC TURF, TYP.

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS, (1) 4'
WIDE GATE

L-56C
B

CHAIN LINK FENCE, 6' HIGH, NO SLATS,
(2) 3' WIDE GATES

CHAIN LINK FENCE, 6' HIGH, NO SLATS,
(1) 3' WIDE GATE

FENCE FABRIC CHANGE

L-56A
AHANDRAIL AT STEPS, IN

CURB, BOTH SIDES

CHAIN LINK FENCE, 8'
HIGH, WITH SLATS, (2) 4'

WIDE MAINTENANCE
GATES

L-56C
F

BASEBALL BULLPEN,
DOUBLEL-56E

D

PA

PA

SOFTBALL, TYP., (4) THIS

BASE, TYP., (3) THIS
SHEETL-56B

A

L-56F
FGUARD RAIL SYSTEM,

UNDER SAFETY NET, TYP.
(2) THIS SHEET

L-56C
F

L-56C
F

L-56B
A, C

PROTECTIVE NETTING
OVER DUGOUT, TYP. L-56F

D, E

L-56B
H

L-56B
H

CHAIN LINK FENCE, 30'
HIGH, TYP. L-56E

A

L-56D
A

L-56C
F

PA

PA
PA

PA

PA

PITCHER'S MOUND, TYP.
(4) THIS SHEETL-56B

D

WARNING TRACK FINES, TYP.
L-56B

I

L-56F
D, E PROTECTIVE NETTING OVER

DUGOUT, TYP.

22' PROTECTIVE NETTING
OVER 8' CHAIN LINK FENCE L-56E

D, E

8' HIGH, 4' WIDE CHAIN
LINK GATE L-56C

F

L-56C
F

HOME PLATE AT
SYNTHETIC TURF L-56D

C

L-56C
B CHAIN LINK FENCE, 6' HIGH, WITH SLATS,

(2) 10' WIDE MAINTENANCE GATES

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS L-56C

B

SCORER'S TABLE,
(1) THIS SHEET. REFER TO
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SYNTHETIC TURF, TYP.
L-56B

H

BATTING CAGE, SEE
ARCHITECTURAL
DRAWINGS, TYP.

FLAG POLE, 25 FT HIGH
L-56A

B

CHAIN LINK FENCE,
16 FT HIGH, WITH SLATSL-56D

A

CHAIN LINK FENCE,
8' HIGH, WITH SLATS

SCORE BOARD, SEE
ARCHITECTURAL
DRAWINGS, TYP.

FOUL POLE, TYP., (2) THIS
SHEETL-56A

C

FENCE HEIGHT CHANGE

BLEACHER, TYP.,
(3) THIS SHEETL-56E

C

PA PA

PA

PA

CONCRETE CURB AT
SYNTHETIC TURF, TYP.

SOFTBALL BULLPEN,
SINGLEL-56D

D

STABILIZED FINES AT
PAVING, TYP.L-56B

G

CONCRETE
PAVING, SEE
CIVIL DRAWINGS,
TYP.

CONTROL JOINT
IN CONCRETE
PAVING, SEE
CIVIL DRAWINGS,
TYP.

EXPANSION
JOINT IN
CONCRETE
PAVING, SEE
CIVIL DRAWINGS,
TYP.

FENCE HEIGHT
CHANGE

CMU DUGOUT,
SEE
ARCHITECTURAL
DRAWINGS

BAT STORAGE, TYP.,
(2) THIS SHEET)L-56A

E

PLAYER'S BENCH, TYP.,
(8) THIS SHEET

PROTECTIVE NETTING
OVER DUGOUT, TYP.L-56F

D, E

CHAIN LINK FENCE, 30'
HIGH, TYP.L-56E

A

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS, (1) 4'
WIDE GATE

L-56C
B

CHAIN LINK FENCE, 6'
HIGH, NO SLATS, (1) 3'
WIDE GATE

CHAIN LINK FENCE, 6'
HIGH, NO SLATS, (2) 3'
WIDE MAINTENANCE
GATES

PITCHER'S RUBBER,
TYP., (4) THIS SHEETL-56B

A, C

SOFTBALL BULLPEN,
DOUBLEL-56D

E

HOME PLATE, TYP., (6)
THIS SHEET

L-56B
EPITCHER'S AREA,

SOFTBALL, TYP., (4) THIS
SHEET

L-56B
A

SOFTBALL 1ST BASE

L-56B
A

INFIELD FINES, TYP.
L-56B

F

BASE, TYP.,
(2) THIS SHEET

L-56B
A

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS, (1) 4'
WIDE GATE

CHAIN LINK FENCE, 6'
HIGH, NO SLATS, (1) 3'
WIDE GATE

CHAIN LINK FENCE, 6' HIGH,
NO SLATS, (2) 3' WIDE
MAINTENANCE GATES

EXISTING CONCRETE
WALL TO REMAIN

GUARD RAIL SYSTEM, UNDER
SAFETY NET, TYP.
(2) THIS SHEET
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F

L-56C
B

L-56C
B

L-56C
B
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B

L-56C
B

L-56C
F

L-56A
D

L-56B
H

CHAIN LINK FENCE, 8'
HIGH, WITH SLATS, (2) 4'

WIDE MAINTENANCE
GATES

L-56C
F

CHAIN LINK
FENCE, 8' HIGH,
WITH SLATS, (2) 4'
WIDE
MAINTENANCE
GATES

L-56C
F

PA
PA

PA

PA

PITCHER'S AREA, SOFTBALL
L-56B

E

WARNING TRACK FINES, TYP.
L-56B

I

PA

CHAIN LINK
FENCE, 6' HIGH,
WITH SLATS

L-56C
B

PROTECTIVE NETTING
OVER DUGOUT, TYP.L-56F

D, E

HOME PLATE AT
SYNTHETIC TURFL-56D

C

CHAIN LINK
FENCE, 6'

HIGH, WITH
SLATS

L-56C
B

CHAIN LINK FENCE, 6'
HIGH, WITH SLATS, (2) 10'
WIDE MAINTENANCE
GATES

L-56C
B
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60
'-6

"

HOME PLATE, SCHUTT HOLLYWOOD,
MODEL # SHP-UM,
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

HOME PLATE AT BATTING CAGE SYNTHETIC TURF:
TBHP BY SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

PITCHER'S RUBBER, SCHUTT HOLLYWOOD,
MODEL # SHBBPB
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

BASES, SCHUTT HOLLYWOOD,
IMPACT BASES, SET OF THREE.
QUANTITY:  1 SET (3 BASES, 3 GROUND ANCHORS,
3 MUSHROOM BASE PLUGS, AND 1 DIG-OUT TOOL).
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

43
'-0

"

HOME PLATE, SCHUTT HOLLYWOOD,
MODEL # SHP-UM,
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

PITCHER'S RUBBER, SCHUTT HOLLYWOOD,
MODEL # SHBBPB
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

BASES, SCHUTT HOLLYWOOD,
IMPACT BASES, SET OF THREE.
QUANTITY:  1 SET (3 BASES, 3 GROUND ANCHORS,
3 MUSHROOM BASE PLUGS, AND 1 DIG-OUT TOOL).
AVAILABLE THROUGH SPORTSFIELD SPECIALTIES.
INSTALL PER MANUFACTURER'S
RECOMMENDATIONS.

BASEBALLSOFTBALL
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L-56B

CONSTRUCTION
DETAILS

CF

G

H

SCALE: NTS

SCALE: NTS

SCALE: NTS

SCALE: NTS

D

E

INFIELD FINES

SCALE: NTS

SCALE: NTS B SCALE: NTS

A SCALE: NTS

SHOVEL CUT EDGE, REFER TO DETAIL D, L-502
FINISH GRADE 

CLASS II AGGREGATE BASE COMPACTED TO 95% RELATIVE DENSITY
COMPACTED SUBGRADE PER GEOTECHNICAL REPORT

4"

NOTES:
1.
2.

REFER TO SPECIFICATION SECTION 32 15 40 - CRUSHED STONE SURFACING FOR DURA EDGE INFIELD FINES
INSTALL INFIELD FINES IN 2" LIFTS. WET & ROLL TO COMPACT EACH LIFT.

4" DEPTH ON INFIELD,

AND HOME PLATE LOCATIONS
6" DEPTH WITHIN 9' RADIUS OF BASE 

3. REFER TO DETAILS B & C, SHEET L-56B, FOR CLAY BRICKS AT HOME PLATE AND PITCHER'S RUBBER.

INFIELD FINES TO BE 'DURAEDGE INFIELD FINES' BY DURAEDGE
PRODUCTS, COMPACTED TO 92% RELATIVE DENSITY

AGGREGATE BASE ROCK COMPACTED TO 95% RELATIVE DENSITY

SYNTHETIC TURF

FOAM PAD, 20MM THICK, PER SPECIFICATIONS

1"

4" M
IN

.

1 
1/

2"

1"3/
4"

NOTES:
1. INSTALL SYNTHETIC TURF AND FOAM PADDING PER

MANUFACTURER'S SPECIFICATIONS AND
INSTALLATION DETAILS.

2. SYNTHETIC TURF TO BE TIGER TURF,
"DIAMOND PRO FESCUE", REFER TO SPECIFICATION
SECTION 32 18 13 - SYNTHETIC GRASS SURFACING.

3. SECURE SEAMS USING 12" WIDE TURFBOND
ADHESIVE AND TAPE PER MANUFACTURER'S
RECOMMENDATIONS.

4. SEE CIVIL DRAWINGS FOR ALL GRADING
INFORMATION.

5. COORDINATE WITH MANUFACTURER FOR WIDTH AND
LENGTH OF ROLLS TO SUPPLY.

6. FOR OVERALL UNIFORMITY IN VARIETY OF GRASS
BLADE COLOR, DO NOT INSTALL PILES WITH TWO
ROWS OF SAME  COLOR TOGETHER.

CONCRETE PAVING, SEE CIVIL DRAWINGS

GALVANIZED METAL STAPLE, 1"x1/4"x1", (2) ROWS, 1" O.C., SECURE
SYNTHETIC TURF TO HEADERBOARD

HEADERBOARD, RECYCLED PLASTIC 2"x4" BEND-A-BOARD, SET 1/2"
BELOW  TOP OF CURB

SYNTHETIC TURF, CUT STRAIGHT WITH PERIMETER HEADERBOARD,
AVAILABLE IN 4'x6' SHEETS, STAGGER SEAMS; INSTALL INFILL PER
SPECIFICATIONS

WALL, REFER TO PLAN

CLASS II AGGREGATE BASE
ROCK COMPACTED TO 92% MIN.

12" MIN.

PERFORATED PVC SCH 40 PIPE WITH 3/4" DIA.
ANGULAR DRAIN ROCK, WRAPPED IN FILTER
FABRIC MEMBRANE, PIPE SHALL SLOPE AND
CONNECT TO NEAREST DRAIN, REFER TO CIVIL
PLANS

NATIVE SOIL, COMPACT PER GEOTECH REPORT,
SLOPE TO DRAIN, 1% MIN.

14
"

3"
 C

LE
AR

TO
P 

& 
BO

TT
O

M

12"

1"

1 
1/

2"

CONCRETE CURB AT SYNTHETIC TURF

#3 VERTICAL REBAR
AT 18" O.C., TYP.

#3 HORIZONTAL
REBAR
CONTINUOUS,
TYP.

CONCRETE PAVING AT
SYNTHETIC TURF

SYNTHETIC TURF AT WALL

1/4" MINUS QUARRY FINES, 1" DEPTH 

CLASS II AGGREGATE
BASE, COMPACT PER
GEOTECH REPORT,

KH-EZ SCREW ANCHOR, 3/8" DIAMETER, 4" LONG, 3' O.C.
INSTALLATION CONFORMING TO ICC-ES EVALUATION REPORT,
ESR-3027, FOR KWIK HUS-EZ SCREW ANCHORS IN CONCRETE

CLAY BRICKS, HOME PLATE

BASES, HOME PLATE, PITCHER'S RUBBERPITCHER'S MOUND

CLAY BRICKS, PITCHER'S RUBBERI

INFIELD FINES TOP DRESSING, APPLY
TOPPING MATERIAL BY DUSTING SURFACE
TO 1/2" THICKNESS

AREA OF CLAY BRICK WITH INFIELD TOPPING OVER CLAY, SEE
SECTION BELOW

PLAN

SECTION

BAGGED CLAY TOPPING, 1/2" DEEP, WORK
INTO BRICK JOINTS AND TO SECURE
BRICK IN PLACE

CLAY BRICKS, INSTALL WITH TIGHT
JOINTS AND HAND TAMP TO SECURE
IN PLACE

COMPACTED SUBGRADE

HOME PLATE

6'
-6

"
3'

-0
1 2"

4'
-5

1 2"

30" 30"

6' 6'

NOTES:

1. REFER TO SPECIFICATION SECTION 32 15 40 FOR CLAY
BRICKS AT HOME PLATE.

4"

BAGGED CLAY TOPPING, 1/2"
DEEP, WORK INTO BRICK
JOINTS AND TO SECURE BRICK
IN PLACE

AREA OF CLAY BRICK, BAGGED CLAY AND TOPPING LAYER,
SEE SECTION BELOW

PLAN

PITCHERS RUBBER

3'6'

2'
2'

INFIELD FINES TOP DRESSING, APPLY
TOPPING MATERIAL BY DUSTING SURFACE
TO 1/2" THICKNESS

SECTION

BAGGED CLAY TOPPING, 1/2" DEEP AT LEVEL AREAS,
WORK INTO BRICK JOINTS AND TO SECURE BRICK IN
PLACE. ADD ADDITIONAL CLAY TO MOUND IN 1" LIFTS TO
ACHIEVE SPECIFIED GRADES.

CLAY BRICKS, INSTALL WITH TIGHT
JOINTS AND HAND TAMP TO SECURE
IN PLACE

COMPACTED SUBGRADE

NOTES:

1. REFER TO SPECIFICATION
SECTION 32 14 40 FOR
CLAY BRICKS AT
PITCHER'S RUBBER

4"

BAGGED CLAY TOPPING, 1/2"
DEEP, WORK INTO BRICK
JOINTS AND TO SECURE BRICK
IN PLACE

REFER TO DETAIL D, L-56B FOR
PITCHER'S MOUND DIMENSIONS

R9'

6" 6"
36"

18"

1:6.2
SLOPE

SLOPE FROM TOP OF MOUND TO TURF BELOW

PITCHER'S RUBBER, REFER TO DETAIL C, L-56B

34"x5' LEVEL AREA AT TOP OF MOUND

SLOPE FROM TOP OF MOUND TO TURF BELOW

1:12
SLOPE

5'-2"34"10'

18'

10
"

5'

PLAN

SECTION

TO HOME PLATE TO SECOND BASE

18
"

18
'

EDGE OF INFIELD FINES

PITCHER'S AREA, SOFTBALL

STABILIZED FINES AT PAVING

FINES AT PAVING NOTES:

1. PRIOR TO INSTALLATION, REMOVE WOODY WEEDS, KNOCK
DOWN SOFT WEEDS WITH A STRING TRIMMER, OR CUT
LAWNS AS LOW AS POSSIBLE.

2. FINISH SURFACE OF FINES TO BE 1/8" BELOW ADJACENT
PAVING SURFACE.

CONCRETE CURB OR ADJACENT CONCRETE PAVING PER CIVIL DRAWINGS. 

CLASS II AGGREGATE BASE COMPACTED TO 95% RELATIVE DENSITY
COMPACTED SUBGRADE PER GEOTECHNICAL REPORT

4"

NOTES:
1.
2.

REFER TO SPECIFICATION SECTION 32 15 40 - CRUSHED STONE SURFACING FOR DURA EDGE INFIELD FINES
INSTALL INFIELD FINES IN 2" LIFTS. WET & ROLL TO COMPACT EACH LIFT.

STABILIZED INFIELD FINES TO BE 'DURAEDGE INFIELD FINES' BY
DURAEDGE PRODUCTS, COMPACTED TO 92% RELATIVE DENSITY

AGGREGATE BASE ROCK COMPACTED TO 95% RELATIVE DENSITY

3"

3. INSTALL STABILIZER PER MANUFACTURER INSTRUCTIONS. STABILIZER AVAILABLE FROM STABILIZER SOLUTIONS, INC.,
PHONE (602) 225-5900. WWW.STABILIZERSOLUTIONS.COM

EDGE OF INFIELD FINES, SEE PLAN

AREA OF CLAY BRICK, BAGGED CLAY AND TOPPING LAYER,
SEE SECTION BELOW

PLAN

EXISTING PITCHERS RUBBER

2" INFIELD FINES TOP DRESSING, APPLY
TOPPING MATERIAL BY DUSTING SURFACE
TO 1/8" THICKNESS

SECTION

BAGGED CLAY TOPPING, 1/2"
DEEP, WORK INTO BRICK
JOINTS AND TO SECURE BRICK
IN PLACE

CLAY BRICKS, INSTALL WITH
TIGHT JOINTS AND HAND TAMP
TO SECURE IN PLACE

COMPACTED SUBGRADE

3"

3'6'

2'
2'

SHOVEL CUT EDGE, REFER TO DETAIL D, L-502
FINISH GRADE 

AGGREGATE BASE ROCK COMPACTED TO 95% RELATIVE DENSITY
COMPACTED SUBGRADE PER GEOTECHNICAL REPORT

4"

NOTES:
1.
2.

REFER TO SPECIFICATION SECTION 32 15 40 - CRUSHED STONE SURFACING FOR WARNING TRACK FINES.
INSTALL INFIELD FINES IN 2" LIFTS. WET & ROLL TO COMPACT EACH LIFT.

3. REFER TO DETAILS B & C, SHEET L-56B, FOR CLAY BRICKS AT HOME PLATE AND PITCHER'S RUBBER.

WARNING TRACK FINES TO BE 'DURATRAX CO LAVA WARNING
TRACK' BY DURAEDGE PRODUCTS, COMPACTED TO 92% RELATIVE
DENSITY

3"

WARNING TRACK FINES SCALE: NTS

NOTE:

1. INSTALL BASES OVER BASE ANCHORING PER
DETAIL I, L-56A

2. REFER TO DETAIL C, L-56D FOR BASE ANCHORING
AT SYNTHETIC TURF.

1
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1

1

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
D

AutoCAD SHX Text
S

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
P

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
C

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
T

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
A

AutoCAD SHX Text
Signature

AutoCAD SHX Text
Renewal Date

AutoCAD SHX Text
Date

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
J

AutoCAD SHX Text
.

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
G

AutoCAD SHX Text
U

AutoCAD SHX Text
E

AutoCAD SHX Text
Z

AutoCAD SHX Text
NO. 3676


	2318_ADD_ Materials-LS16A
	LS16A

	2318_ADD_ Materials-LS16B
	LS16B

	2318_ADD_ Materials-LS16C
	LS16C

	2318_ADD_ CDTLS-L-56B
	L-56B


